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USEFUL  KNOTS 

BLOOD KNOT 

GRINNER KNOT 

DOUBLE GRINNER PALOMAR KNOT  

LOOP KNOT DOUBLE LOOP KNOT 



Page 5 SAFETY CLIP 

Safety Clip, Tail Rubber, 

Size 8 Swivel, Anti Tangle  

Sleeve 

Thread  the line through the Tubing, 

Tail Rubber  and Safety Clip. 

Tie the Swivel to the mainline using 

a Palomar or a Grinner Knot. 

Attach the Lead Weight to the Safety 

Clip ( Remove the Swivel with a pair of 

cutters for a more bolt effect) then push 

on the Tail Rubber  

(do not push the Tail Rubber on too far 

as to not allow the lead to break free if 

snagged)  

Fit a Anti-Tangle Sleeve to your Hook-

Link and tie the Hook-Link to the 

Swivel using a Grinner Knot. 

 Now push the Anti-Tangle Sleeve 

over the Swivel eye.    



TUBE THREADED 

Before threading the line through the Tungsten Tube it is advisable to lightly lubricate the 

Threader with some cooking oil, salmon oil etc. 

First cut the Tungsten Tube at an angle (this will help later when you push the Tungsten 

Tube into the Multi Use Rig End) Push the Threader through the Tungsten Tube starting at 

the opposite side from the angle cut.  Pass the mainline through the large diamond eye of the 

Threader then gently pull the line into the small eye at the top (this will lock the mainline 

into the Threader)  Pull the mainline through the Tungsten Tubing,then gently remove the 

mainline from the Threader.  (Cut the mainline were the Threader has damaged the line)  

You can now assemble the rigs as show. 

Cut tube at an angle Push the Threader through the 

Tungsten Tube  

Pass the mainline through the large 

eye then into the top eye 

Pull the mainline through 



MULTI USE RIG ENDS & TUNGSTEN TUBING,  

  

Tungsten Tube 

Free Run Ring 

Multi Use Rig End 

Anti Tangle Sleeve 

RUN RIG 

SEMI FIXED 

By simply pushing the Free Run Ring onto 

the Multi Use Rig End you can create a Semi Fixed Rig  

Free Run Ring 

Tungsten Tube \Multi Use Rig End Anti Tangle Sleeve 



MULTI USE RIG ENDS 

HELICOPTER RIG 

 Tungsten Tube 

Using the Tube Threader pull the mainline through the Tungsten Tube, Large Bore 

Rubber Bead (from a packet of Large Wedge Stops)An Odd Eye Swivel and a Multi 

Use Rig End. Tie the lead to your mainline using a Grinner Knot.  Fit the Odd Eye 

Swivel onto the Multi Use Rig End, then the Large Bore Rubber Bead.  Push The 

Tungsten Tube into the Multi Use Rig End, Tie on your Hook Link.  You now have a 

Helicopter Rig 

Multi Use Rig 

Large Boar Rubber Bead 

Odd Eye Swivel 

Anti Tangle Sleeve 



MULTI USE RIG ENDS 

Insert a Multi Use Rig End into the eye on a Controller Float. This eliminates any need 

for stop knots etc 



FREE RUN RINGS 

PUSH THE OVAL BEAD TO THE 

TOP OF THE RUN RING 

(you can use a lead with or without 

the swivel) 

FIT THE LEAD TO THE HOOK 

ON THE RUN RING 

NOW SLIDE THE OVAL BEAD  TO 

LOCK THE LEAD IN PLACE  




